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average detector. The provisions in
§ 15.35 for limiting peak emissions
apply.

(c) The field strength of any emis-
sions radiated on any frequency out-
side of the specified 200 kHz band shall
not exceed the general radiated emis-
sion limits in § 15.209.

(d) A custom built telemetry inten-
tional radiator operating in the fre-
quency band 88–108 MHz and used for
experimentation by an educational in-
stitute need not be certified provided
the device complies with the standards
in this part and the educational insti-
tution notifies the Engineer in Charge
of the local FCC office, in writing, in
advance of operation, providing the fol-
lowing information:

(1) The dates and places where the de-
vice will be operated;

(2) The purpose for which the device
will be used;

(3) A description of the device, in-
cluding the operating frequency, RF
power output, and antenna; and,

(4) A statement that the device com-
plies with the technical provisions of
this part.

[54 FR 17714, Apr. 25, 1989; 54 FR 32340, Aug.
7, 1989]

§ 15.241 Operation in the band 174–216
MHz.

(a) Operation under the provisions of
this section is restricted to biomedical
telemetry devices.

(b) Emissions from the device shall
be confined within a 200 kHz band
which shall lie wholly within the fre-
quency range of 174–216 MHz.

(c) The field strength of any emis-
sions radiated within the specified 200
kHz band shall not exceed 1500
microvolts/meter at 3 meters. The field
strength of emissions radiated on any
frequency outside of the specified 200
kHz band shall not exceed 150
microvolts/meter at 3 meters. The
emission limits in this paragraph are
based on measurement instrumenta-
tion employing an average detector.
The provisions in § 15.35 for limiting
peak emissions apply.

§ 15.243 Operation in the band 890–940
MHz.

(a) Operation under the provisions of
this section is restricted to devices

that use radio frequency energy to
measure the characteristics of a mate-
rial. Devices operated pursuant to the
provisions of this section shall not be
used for voice communications or the
transmission of any other type of mes-
sage.

(b) The field strength of any emis-
sions radiated within the specified fre-
quency band shall not exceed 500
microvolts/meter at 30 meters. The
emission limit in this paragraph is
based on measurement instrumenta-
tion employing an average detector.
The provisions in § 15.35 for limiting
peak emissions apply.

(c) The field strength of emissions ra-
diated on any frequency outside of the
specified band shall not exceed the gen-
eral radiated emission limits in § 15.209.

(d) The device shall be self-contained
with no external or readily accessible
controls which may be adjusted to per-
mit operation in a manner inconsistent
with the provisions in this section. Any
antenna that may be used with the de-
vice shall be permanently attached
thereto and shall not be readily modifi-
able by the user.

§ 15.245 Operation within the bands
902–928 MHz, 2435–2465 MHz, 5785–
5815 MHz, 10500–10550 MHz, and
24075–24175 MHz.

(a) Operation under the provisions of
this section is limited to intentional
radiators used as field disturbance sen-
sors, excluding perimeter protection
systems.

(b) The field strength of emissions
from intentional radiators operated
within these frequency bands shall
comply with the following:

Fundamental frequency (MHz)

Field
strength of

fundamental
(millivolts/

meter)

Field
strength of
harmonics
(millivolts/

meter)

902–928 ..................................... 500 1.6
2435–2465 ................................. 500 1.6
5785–5815 ................................. 500 1.6
10500–10550 ............................. 2500 25.0
24075–24175 ............................. 2500 25.0

(1) Regardless of the limits shown in
the above table, harmonic emissions in
the restricted bands below 17.7 GHz, as
specified in § 15.205, shall not exceed the
field strength limits shown in § 15.209.
Harmonic emissions in the restricted
bands at and above 17.7 GHz shall not
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exceed the following field strength lim-
its:

(i) For field disturbance sensors de-
signed for use only within a building or
to open building doors, 25.0 mV/m.

(ii) For all other field disturbance
sensors, 7.5 mV/m.

(iii) Field disturbance sensors de-
signed to be used in motor vehicles or
aircraft must include features to pre-
vent continuous operation unless their
emissions in the restricted bands fully
comply with the limits given in § 15.209.
Continuous operation of field disturb-
ance sensors designed to be used in
farm equipment, vehicles such as fork
lifts that are intended primarily for
use indoors or for very specialized oper-
ations, or railroad locomotives, rail-
road cars and other equipment which
travels on fixed tracks is permitted. A
field disturbance sensor will be consid-
ered not to be operating in a continu-
ous mode if its operation is limited to
specific activities of limited duration
(e.g., putting a vehicle into reverse
gear, activating a turn signal, etc.).

(2) Field strength limits are specified
at a distance of 3 meters.

(3) Emissions radiated outside of the
specified frequency bands, except for
harmonics, shall be attenuated by at
least 50 dB below the level of the fun-
damental or to the general radiated
emission limits in § 15.209, whichever is
the lesser attenuation.

(4) The emission limits shown above
are based on measurement instrumen-
tation employing an average detector.
The provisions in § 15.35 for limiting
peak emissions apply.

[54 FR 17714, Apr. 25, 1989, as amended at 55
FR 46792, Nov. 7, 1990; 61 FR 42558, Aug. 16,
1996]

§ 15.247 Operation within the bands
902–928 MHz, 2400–2483.5 MHz, and
5725–5850 MHz.

(a) Operation under the provisions of
this section is limited to frequency
hopping and direct sequence spread
spectrum intentional radiators that
comply with the following provisions:

(1) Frequency hopping systems shall
have hopping channel carrier fre-
quencies separated by a minimum of 25
kHz or the 20 dB bandwidth of the hop-
ping channel, whichever is greater. The
system shall hop to channel fre-

quencies that are selected at the sys-
tem hopping rate from a
pseudorandomly ordered list of hopping
frequencies. Each frequency must be
used equally on the average by each
transmitter. The system receivers shall
have input bandwidths that match the
hopping channel bandwidths of their
corresponding transmitters and shall
shift frequencies in synchronization
with the transmitted signals.

(i) For frequency hopping systems op-
erating in the 902–928 MHz band: if the
20 dB bandwidth of the hopping channel
is less than 250 kHz, the system shall
use at least 50 hopping frequencies and
the average time of occupancy on any
frequency shall not be greater than 0.4
seconds within a 20 second period; if
the 20 dB bandwidth of the hopping
channel is 250 kHz or greater, the sys-
tem shall use at least 25 hopping fre-
quencies and the average time of occu-
pancy on any frequency shall not be
greater than 0.4 seconds within a 10
second period. The maximum allowed
20 dB bandwidth of the hopping channel
is 500 kHz.

(ii) Frequency hopping systems oper-
ating in the 2400–2483.5 MHz and 5725–
5850 MHz bands shall use at least 75
hopping frequencies. The maximum 20
dB bandwidth of the hopping channel is
1 MHz. The average time of occupancy
on any frequency shall not be greater
than 0.4 seconds within a 30 second pe-
riod.

(2) For direct sequence systems, the
minimum 6 dB bandwidth shall be at
least 500 kHz.

(b) The maximum peak output power
of the intentional radiator shall not ex-
ceed the following:

(1) For frequency hopping systems
operating in the 2400–2483.5 MHz or
5725–5850 MHz band and for all direct
sequence systems: 1 watt.

(2) For frequency hopping systems
operating in the 902–928 MHz band: 1
watt for systems employing at least 50
hopping channels; and, 0.25 watts for
systems employing less than 50 hop-
ping channels, but at least 25 hopping
channels, as permitted under para-
graph (a)(1)(i) of this section.

(3) Except as shown in paragraphs
(b)(3) (i), (ii) and (iii) of this section, if
transmitting antennas of directional
gain greater than 6 dBi are used the
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